


4 LOGCHART-Il SOFTWARE

4.1 INSTALLING LOGCHART-II

LogChart Il is the software provided with the logger to allow for
configuration and data offload. To install, run the LC_II_Setup.exe
file provided with the CD-ROM.

Note: Be sure your Windows date separator is configured as a slash:
dd/mmlyy or dd/mm/yyyy.

4.2 RUNNING LOGCHART-II

When you open LogChart-Il the main window is displayed.
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Figure 3 — LogChart-Il main window

Next, select the serial port that the communication interface will use
in the “Port” menu.

Check which serial is available. Usually COM2 is free, once the
mouse uses COM1. The chosen port will be chosen by default next
times the LogChart Il is initiated. When a valid port is selected, the
icons below are displayed.
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Figure 4 — Icons enabled when the communication port selected is a valid
port

43 CONFIGURING THE LOGGER

Make sure the communication interface is connected to the PC port
selected. The interface must be constantly directed towards the front
part of the logger (communication window) at a maximum distance of
1 m. (See Figure 05).

Figure 5 - Infrared communication interface position
The logger must be “waken up” by pressing the Start/Stop button.

After the serial port is selected, select:

@

The Parameters Configuration screen is displayed. In this screen
the user can define the logger operation mode and also obtains
general information about the device.
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Figure 6 — Configuration window

Fields are:

1- Title: In this field, the user identifies the logger by assigning it a
name.

2- General information: Area with information about the logger,
such as Model, Serial Number, Logger Date/Time, PC Date/Time,
firmware version, memory capacity and number of acquisitions
stored in memory, etc.

In this field, time is constantly updated while the communication
between logger and computer is taking place.

3- Readings: Presents a series of parameters that define the
acquisition process.

Interval: Defines the interval between readings: The minimum
interval is (1) second and maximum is (18) hours.

Note: When the type of value logged is maximum or minimum
values, the minimum interval is 10 seconds.

In Daily repetitions the user defines the time that daily logs will
take place.

Estimated time: In this parameter, the logger informs the user
how long it will take to occupy the full memory, in the conditions
set up during configuration.

Start of Readings: Readings can be started in one of five
different modes:

- Immediately: start as soon as set up is ready and sent
(OK) to the logger.

. Start via Palm: start with a command sent via PDA, which
runs the software Log Chart Palm-OS. For further
information, see PDA User section in this guide.

- Date: readings start at predefined date and time.

. Via Start/Stop Button: starts and interrupts readings by
pressing the Start/Stop button, in the frontal part of the
logger, for two seconds. See Figure 01.

- Setpoint: acquisitions start when a temperature setpoint
is reached. In this option, the setpoint value is defined in
the Channels field, where the Alarm parameter is replaced
by setpoint.

Stop loggings: Options for the end of readings are:

- Full Memory: readings can be stored up to the full
memory capacity is reached.

. Don’t stop (Wrap around): readings are continuous,
replacing old records with new ones as the number of
readings overpass the memory capacity.

- After: the logger stops readings after a certain number of
readings.

217



TAGTEMP logger

- Date: Readings stop at user-predefined date and time. In In later uses of the interface, Windows® may require the driver
case the logger memory capacity is reached before the installation again. In this case, the same installation wizard will be
date defined, readings are stopped. displayed, and you will have to select the option “Install software

4- Channels: Displays other parameters related to temperature 23;?&?2?6”31 (recommended), as the driver may already be in the

measurement:

Unit: Defines the unit of the value measured: °C or °F for
channel 1 (temperature).

Value: It defines how the value measured will be registered.
OptiOﬂS are: Found New Hardware Wizard

- Instantaneous: The value logged will be exactly the value
measured at each interval defined. Measurement is taken
at the end of the defined interval. The minimum interval
between measurements is 1 seconds.

- Maximum: The value logged will be the maximum value
found within ten consecutive measurements taken within a
predefined interval. The minimum interval between
measurements is 10 seconds.

« Minimum: The value logged will be the minimum value
found within ten consecutive measurements taken within a
predefined interval. The minimum interval between
measurements is 10 seconds.

Offset: Makes possible to correct the value logged.
Alarm: Defines limit values that, when exceeded, characterize L [ Cancel ]
an alarm condition. Alarm events are informed to the user
through a flashing mode of the Alarm Indicator.
Atter filling all the fields select OK and settings will be sent to the Found New Har dware Wizard
logger.

The following screenshots show examples of Windows XP®
installation wizard. The screens in Windows 2000 are slightly
different, but the content is basically the same.

Welcome to the Found New
Hardware Wizard

windowsz will eearch for curent and updated software by
Inoking on your computer, on the hardware installation CD, or on
the Windows Lpdate Web site [with pour permizzion),

Bead our privacy oolicy

Can 'Windows connect to "Windows Update to search for
software?

O s, this time orly
() Yes, now and every time | connect a device

®

Click Mext to conlinue,

5 INTERFACE INSTALLATION

In the Ir-Link3/RS232 model there is a RSR232/Ir communication
interface. It must be connected to the serial port at the PC.

In the Ir-Link3/lUSB model there is a USB/Ir communication
interface, which must be connected to the available USB port.
Windows will request the proper driver installation, which is found in
the CD-ROM that is provided with the logger.

Thiz wizard helps you install zoftware for

USE High Speed Serial Converter

{.* ) If your hardware came with an installation CD
“SE2 or floppy disk, insert it now.

‘what do you want the wizard to do?

() Imstall the software automatically (R ecommended)
®installfrom 2 izt of speciic ncation (Advancedi

5.1 USB DRIVES INSTALLATION

The drives installation steps may vary according to the machine, Back | Nets | [ Cacal
even for the same version of an operating system. The following
screenshots and steps are only to provide guidance.

1. Insert the CD shipped with the logger in the CD-ROM

drive.
Please choose your search and installation options.

2. Connect the serial communication interface IrLink-3 to the
PC USB port. Windows® will acknowledge the presence
of new hardware and a few seconds later it will start the (@ G emrh for the best diver in these locations,

driVeI’S insta”ation process. Use the check boxes below to imit or expand the default search, which includes local
paths and removable media. The best diver found will be installed.

Click Mest to confinue,

Found MNew Hardware Wizard

3. The found new hardware wizard will be displayed, and
you will be asked if you want to install the driver from the
Windows Update website. Select “No, not this time”, and
then click Next.

4. Select “Install from a list or specific location (Advanced)”
PR ” Choose this option to select the device driver from & list. “Windows does not guarantee that
and Clle NeXt . the diiver you choose will be the best match far vour hardwiare,

5. Select “Search for the best driver in these locations” and
check “Search removable media”. Click “Next”. If
installation files are not in a CD, check “Include this shack Jloterio ]| [ Cacesl
location in the search” and show the file path.

6. If a prompt warns you that it does not support Windows®
XP, click “Continue anyway”.

7. The interface driver files will be copied to the computer
and after a few seconds a screen is displayed informing
that the software installation as been concluded. Click
“Finish”.

8. In some situations, the steps described above may be
repeated again. Follow the same procedures.

Search removable media [floppy, CO-ROM...]

[ Include thiz location in the ssarch

() Dor't search. | will chooss the driver ta install
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Found Mew Har dware Wizard

Completing the Found New
Hardware Wizard

Sy

The wizard haz finished instaling the software for:

g USE High Speed Serial Converter

Click Finish to close the wizard,

6 OFFLOADING AND DATA VISUALIZATION

Data collected are send from logger to PC. Data can be collected any
time, at the end of the acquisition process or while they are being
acquired. If data collection takes place during the acquisition
process, the process will not be interrupted, following the logger
configuration.

Itis important to "wake up" the logger before starting communication.

6.1 OFFLOADING DATA
Data offload is accomplished by clicking the button Offload Data:

&

During data transference, a status bar indicates remaining data to be
transferred. Data offloading time is proportional to the number of
readings logged.

6.2 VISUALIZING DATA

At the end of values transfer, data can be displayed in a graphical
form.

6.3 CHART WINDOW

It is possible to select a region of the chart to zoom in. Zoom
commands can be accessed through the View menu or through
zoom icons from the task bar.

It is also possible to select an area from the chart to zoom in by
clicking and dragging the mouse, thus creating a zoom region
starting from the upper left corner on the chart area.

The graphic curves can be vertically dragged with a right-click and
dragging the mouse up and down.

BB TAGTEMP 01 - Graph

T TAGTEMP 01
;.0
34,0
33,0
32,0
31,0-
¥ 3.0
E 28,0

£ 28,04
S
27,0
26,0
25,0
24,0
23,09

15:23:12 25/1/2007 18:26:27 25/01  2L:3h3225/01  00:42:3226/01  03:50:3726/01  06:58:42 26/01
First logging: 2502007 15:2342 Last Iogging: 264 /2007 08:01:07

Logging: 7120 Diate: 26/01/07 ¥ Channel 1: 27.0 [= Singls 5eale |v Cross

Figure 07 - Chart window.
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6.3.1 MeasureS Table Window
To display measurements in a tabular form, press the icon Table

View:

Values are presented in a tabular form, listing the measurement time
and value.

B TAGTEMP 01 - Loggings Table

Loggings Table

|Logging M. |Time Date Channel 1 [1C] |
(152312 25/1/2007 e
15:2317 25412007 274
0oono3 152322 25/1/2007 274
0ono4 15:23.27 25412007 274
0o0os 15:23:32 2512007 27.4
00006 15:23:37 2512007 274
ooono? 152342 2512007 274
noonos 15:23:47 25/1/2007 274
00009 15:2352 25/1/2007 27.4
00010 15:2357 25412007 27.4
00011 15:24:02 2bf1/z2007 276
nome 15:24.07 2512007 281
00013 152412 2512007 29.0
00014 15:2417 254172007 30.0
0005 152422 25/1/2007 324
00016 15:24:27 25/1/2007 316
oom? 15:24:32 2512007 3.a
0o01s 15:24:37 2512007 30.8
00019 15:24:42 251/2007 306
nonzo 15:24:47 25412007 303 -

Figure 08 — Screenshot showing the measurement table

6.3.2 General information table

This window shows some information about the logger whose data
were just read and its configuration. The screen can be displayed by
pressing the icon Parameter Viewing:

B TAGTEMP 01 - General Information

General Information

LogBox

hodel: Tag Temp

Serial Mumber: 4845

Firrmware Yersion: 1.1

Mermory Capacity: 16381 loggings

Channel 1 [*C]

Input: NTC 10k

Walug Instantaneous Yalue

Offset: 0.0

Lagging Information

Title: TAGTEMF 01

Interval between readings: hsec

Total NMumber of Loggings 12850

StartLogging: Immediately

Stop Logging: Atfull memary

Download Time: sextafeira, 26 de janeiro de 2007 at 091403
Firstlogging: quinta-feira, 26 de janeiro de 2007 a1 15:23:12
Last logging: sextafeira, 26 de janeiro de 2007 at 09:13:57

Figure 09 — General Information Window

6.4 EXPORTING DATA

Logged data can be exported to different file formats, for further
analysis. To export, access File/Export or click the icon:
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7 PDA USER

It is possible to set up the logger and collect acquired data with a
PDA that supports the Palm-OS system.

The application LogChart Palm-0OS is shipped with the logger. The
stalled in the PDA through a HotSync process (data synchronization
between PDA and PC).

The user needs the Palm Desktop and the LogChart Il software
installed in his machine. It is recommended to execute the Palm HotSync
before installing the LogChart PalmOS.

To install the software, insert the disk in the driver, click on Start and
Execute in the windows task bar. Type d:\LCP_Setup, where d: is
the disk driver unit. Press “OK”. The installation wizard will guide you
through the installation process.

Executing a new HotSync will install the LogChart PalmOs software
in the PDA. The LogChart icon will be added to the PDA home
screen.

Starting the LogChart PalmOS application will display the Recorded
Data screen on the PDA. Starting the LogChart PalmOS application
will display the Recorded Data on the PDA screen, where from it is
possible to access the logger to change settings and offload data, as
well as to access recorded data.

Recorded Data

DATE DATA TITLE

04710404 Penguin RHT
05/10,/04 Penguin T
20/10,/04 Vaccine Tranzit
17411704 Roorn #1
01/12s/04 Warehousze
05/10/04 08-04-04

[ search Device ] [ Details ]

Figure 10 — Recorded Data screen

741 ACCESSING THE LOGGERS

To have communication between the logger and the PDA
established, the user must align the PDA infrared wand to the logger
communication window, run the LogChart Palm-OS software, wake
up the logger and press Search Device in the Recorded Data
screen.

When the PDA finds the logger, the Monitoring screen will be
displayed. The screen displays values of variables measured,
configuration information and current logger status.

Title: TagTerp
Yalue 275 2(

MN® of Logaings: 26
Stotus: Running
Start:  Imrnediately
Stop:  After Logaings
Interval GRp001

Data Base | [ More Info |
(Search | [ Sattings | { Download |

[ Stop Mow |

Figure 11 — PDA Monitoring screen

Buttons are assigned the following functions:

Search: It allows "searching" for another logger or reconnect
communication lost for any reason. After finding a logger, the PDA
displays a new Monitoring screen.

Download: Offload logged data. Download can be partial and it does
not interfere in the ongoing measurement process.

More Info: Displays further information on the connected logger,
such as model, serial number, version and memory capacity.

Settings: Accesses the Settings screen, which allows for modifying
the logger configuration.

TAGTEMP logger

Data Base: Displays the Recorded Data screen listing all the
processes stored and processed in the PDA data base.

Recorded Data

DATE DATA TITLE

11707706 TagTernp
11407706 Vaccine Tranzit
11407406 Roorn # 1

I: Search Device :]I: Details :]

Figure 12 — Recorded Data Details screen

7.2 CONFIGURING THE LOGGER - SETTINGS
During configuration, the logger and the PDA ports must be aligned.

Press Settings in the Monitoring screen. The screen Settings is
opened and provides the required parameters for configuring the
logger.

Sattings|

Tithe: TngTel'iﬂ

Input: NTCI0OK [ °C0O °F
Limits: -402C to 1202C

Start: - Irnmediotely:

Stop: | After Log
fAfter: '|I:Ill__l -

-Ir.rgg'ngs
nterval: 00:00:01

[ Rlarmns | [ Clacks ] [ Misc )
(“Cancel ) [ Apply | [ Offsat ]

Figure 13 — PDA Settings screen

The parameters to be defined are:
Title: Name of the process.
Input: Enables the user to select the temperature unit.

Start (start of acquisitions): Defines the measurement start
mode. Options are:

Immediately: The logger starts logging as soon as
configuration is sent to the logger.

By date/time: Start in defined data and time, always after
current time. It is possible to perform daily repetitions. If this
option is selected, a new box to define the stop logging time
is displayed.

By <Start> Button: Press the Start_Now button from the
Monitoring screen to start logging. The PDA must be turned
towards the logger.

By Setpoint value: Measurements start when a temperature
setpoint is reached. With this option it is also possible to start
measurements above (log Above) or below (log Below) a
temperature setpoint (channel 1). This option is not valid for
alarms that have already been set up.

By TagTemp button: Starts when the Start/Stop button at
the frontal side of the logger is pressed.

Stop: Defines the measurements stop mode: Options are:
Full memory: Loggings can be stored up to the logger full
memory capacity is reached.

Wrap around: Logging never stops. When the logger
maximum memory capacity is reached, oldest records are
overwritten by newest data.

After loggings: The logging will stop after the number of
readings are defined.

By date/time: Logging is stopped on user-defined date and
time.
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Interval: Defines the interval between readings: hour, minutes
and seconds. When the logging mode is set to the
instantaneous the minimum interval is 1 second. For maximum
and minimum values, the minimum interval is 10 seconds in
both models.

Misc: Shows the Logging Mode parameter that defines how
measured value will be logged. Options are:

Instantaneous: The value logged will be exactly the value
measured at each interval. Measurement is taken at the end
of the defined interval. The minimum interval between
measurements is 1 second.

Minimum: The value logged will be the minimum value
found within ten consecutive measurements taken within an
interval. The minimum interval between measurements is 10
second.

Maximum: The value logged will be the maximum value
found within ten consecutive measurements taken within an
interval. The minimum interval between measurements is 10
second.

Alarms: Enables an alarm that is triggered according to user-
defined parameters. Values shown in the temperature unit
selected.

= ]

Title: TagTemp
Input: NTC 10k O F
Limits: -402¢ to 1202C

@ High Alarrn 100
[ Low Rlaern =10

[ Cancel | [ 9K ]

Figure 14 — PDA Alarm Settings screen

Clocks: Provides access to Logger and PDA clocks. When a
new configuration is sent to the logger, clocks are updated.

Offset: allows fine offset adjustment on the measured value. The
Reset button clears changes made and the logged values are
the measured values again.

Settings |

Titke: TagTemp

Input NTCI10K [ °C O °F
Limits: -402¢ to 120=C

Offset odjust

Walue: 2?.4 E::

[ Done | Remat |

Figure 15 - Offset adjust screen
After configuring clocks in the Settings screen, click Apply to send
this configuration to the Logger, returning to the Monitoring screen.

Sending a new configuration implies the exclusion of all data
collected present in the logger memory.

73 DOWNLOADING DATA FROM THE LOGGER

In the Monitoring screen, the Download button performs the
transfer of the data from de LogBox to the PDA. Download can be
partial and it does not interfere in the ongoing acquisition process.

The data base of loggings is displayed in the Recorded Data screen,
identified with the name assigned to the process (Data Title) and the
date it was downloaded.

Should the PDA batteries be discharged, all readings will be lost.

TAGTEMP logger

74 FILE VISUALIZATION

The Recorded Data screen lists the data base logged and stored in
the PDA. To access data, select the desired data base and press
Details. Recorded Data Details screen shows several information
about the data base.

View Data shows in table format the logged values and the date and
time they were performed.

Press Delete to erase the selected data base.

1.5 TRANSFERRING DATA TO YOUR DESKTOP

HotSync of data stored in a PDA with the Desktop is performed
through a conduit installed together with the LogChart Palm-OS. The
conduit converts the data collected by the LogChart Paim-OS to a file
compatible with the LogChart-Il software.

To access the conduit options, the HotSync Manager software must
be active. Click on the HotSync Manager in the Windows taskbar.
Select in the drop-down menu the option Custom. Select
LogChart Conduit and click Change. The following window will be
exhibited:

Change HotSync Action x|

— HotSync Action for LogChart Conduit

Cancel |

[ setas default

W (® Handheld overwrites Deskiop
Save in:

IC:LArquivos de programasiPalm _l
[ Leave Data on Palm

Elw Bl ¢ Do Nathing

Figure 16 — LogChart Conduit options
Handheld overwrites Desktop: LogChart Palm-OS files are
transferred to the Desktop.

Save in: Choose a directory to record files generated during data
synchronization.

Leave Data on Palm: Option to keep or delete the data in the PDA
after HotSync.

Do nothing: Data synchronization will not be performed;

Set as default: The same settings will be used in the next HotSync
processes.

8 MOST FREQUENTLY FOUND PROBLEMS

The LED is not flashing: The LED flashing light is intentionally
weak, and it can be difficult to see it in clear environments, certify it is
really not flashing.

Communication with the logger fails:

Make sure the COM port is selected correctly and there is no other
program using the same port during communication attempts;

Make sure there is no physical obstacle blocking the infrared signal;
Make sure the cable is well connected to the PC port;
Make sure the port selected does not present any problem;

9 SPECIAL CARE

When handling the device and its battery, observe the following:

e When the device is opened, avoid touching the electronic
components and the printed circuit board to avoid electrostatic
discharge damages.

» Pay close attention to battery polarity.

*  When closing, the cover and its sealing must be mounted
correctly and carefully to ensure the enclosure sealing.

» Used batteries must be disposed in accordance to local
regulations. Don’t try to recharge, dismount or heat, since
explosion may occu
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